Service Data for the Healing Receiver

Power Supply
200-250 Volts
A.C.

50 Cycles

Speaker Field

MODEL 558E

A DUAL WAVE SUPERHETERODYNE WITH A.V.C.

2500 ohms.

Dial Lamps
6 Volt-.5 amp.

 22lF BC6

42
f

VOLUME

TUNIN

AER COIL

05¢.CoIL

WAVE CHANGE G P EK2
SWITCH ON-OFF SWITCH

Frequency
Range
1500-550 K.C.
6-18 M.C.

Intermediate
Frequency
455 K.C.

TYPICAL VALVE VOLTAGES (measured to Chassis).

AC 1,000 ohms. per volt D.C. Meter Scales
Bk ~7SO WL 258, | 250 V. 250 V.
Valve Use Filament | Cathode " Screen Plate Osc. Plate
6D6 R.F. 6.2 2 80 225
EK2 Osc. Mod. 6.2 3 80 225 120
675 | [ E AN ed gbi |, 80 225
Bt \
6C6 1st A.F. 6.2 1 | 25 35
42 2nd A.F. 6.2 145 ‘ 225 205
80 Rectifier 5 |

Speaker Field Voltage Drop—140 Volts.
Voltage measuremenits taken with aerial disconnected and no
signal input.
Frequency switch. on Broadcast “Distant.”

Trimmers: The Broadcast trimmers are those nearest the back
of the chassis. \

See page 117 for outline of alignment procedure.



HEALING

Service Data for the Healing Receiver Model 558E.

1A y
1 zo- 2 Isuy
10
: S000. . n_.lv
Toow sz
N v Vo
Y WA
.w ks 000 05 ” uu J

‘BE-E-4 LT 7855 1300w

o

*28GS 19POW jo woiboiq 3nda1)

I

" SoajoA fo sa3p00y o)
prof v oosz (1L

D@
sund po %5%00\ marp 5T =0 O H
NI IINYIIS

“spyby
Jo1p duw s 1704 9

&
2
3
N
hd
*
)

 S2pO/q  JI0pu0d dyp LO buryocy

0000000

90z
ot
osZ

2 nH

Y Pub uorfIsod 2aDM fL04S i umOys

€ $foys 2wos ayp Lo pojuncws 24 §

PUoZ [ Saydgms 2buv.a \uto:mw\k

~08 DV
- JLON
_lol.ol
"SNO/LIINNOD FS¥g TI0D
4 wd o |33z |43 82
L ovssp-v7 |° ° ° ° o °

m i §2
b

¥ 00052
5)1./5,

ct

[29

/e
Ly

Zo-

Al
X4 K

00052

@ | @] | &

00 0O 00 OO OO0 OO
g > 8 v o> ® v o > 8 v

TYIYIY

wooo0c

v.ooZ

Q)

§

<
AN

229 LG

202



