SPECIFICATIONS

CIRCUIT SYSTEI 7- i super

TUNING RANGE -+esereeeeencenreeees 535 ~ 1,605KHz
INTERMEDIATE FREQUENCY--455KHz

TRANSISTORS
QI 2SCAB0:++eresseessrsscusrassensnsses FM RF Amp.
Q2 25C454
Q3 25454+ wrrrnsreaserenss eevseeesAM IF Amp.

D2 IN34A-wreerereesrmranensssnsennians Det.
THERMISTORS
TH1 13D27'
T
TH2 13D27/
POWER OUTPUT -+-vevsrssesssnens 3.7W
SPEAKER- 4% PM, 8 ohm

POWER SUPPLY -eveeeee cuenenene] DC 12V, Negative and positive
grounded battery

CURRENT CONSUMPTION -+ 125mA (with no signal)

ANTENNA «ccoccninnerenininienininnnies ‘Telescopic antenna for car use
DIMENSIONS -covoseosscusciuscunsenss - 336°(H) X 6% * (W) x43{*(D)
(8x16x 12cm)
WEIGHT «+evvveersessrsssssnsnsnsassanaas 2 1bs 4 oz (1kg)
Q2
25C454(8)
AM CONvV.

000000

Hitachi TM-725E H63

25C454(B) o b2
IN34A
AF IF AMP AGC ‘gg?’.A

NOTE: |. VOLTAGE MEASURD WITH VOLTMETER AT 12V DC © SIDE EARTH BASE
VOLUME m«mnmmumsm?

2. ALL RESISTANCE VALUES IN OHMS. K=1000.
3. ALL CAPACITANCE VALUES IN pF EXCEPT “P"NOTED, Pe=upFePF.
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