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In-Car Entertainment | N - Dv 7

In-Dash DVD/TV/Tuner

The Clear Choice for the Road.

Introducing IN-DV7, the all-in-one In-Dash DVD/TV/Tuner from Nakamichi that will revolutionise your in-car entertainment experience. With state-of-
the-art high definition LCD display that faithfully reproduces clear and vivid pictures, it also comes with an in-built 4-Channel MOSFET amplifier that
will complete the ultimate audio-visual experience. Engineered with feature-rich functions, IN-DV7 is your perfect companion on the road.

Dual Zone - Audio For Driver And Video For Back Seats
Joystick Menu Navigation

Tilt Adjustment 2-Stage 6 Steps Automated

ID3 Tag Compatible

60-Sec ESP

High-Speed Audible Track Search

All-In-One (No External AV Box)

Discrete 4-Channel MOSFET High-Power IC Amp

High Definition 1.15 Mega Pixels

Active Matrix LCD Panel

Full Automatic Motorised TFT LCD Flip-Out/up
Multi-Zone Output (Kid Zone)

Touch Screen Control

DVD-R/-RW, CD-R/RW Compatible

JPEG, VCD, SVCD, DVD Media Formats

MP3 Direct Track Access

Specifications

Monitor Section FM Tuner Section
Screen Size 7” Diagonal, 16:9 Widescreen Frequency Range
160(H) x 102(W) mm USA 87.5-107.9 MHz in 200 kHz Steps
6.3(H) x 4(W) Inches Other Area 87.5 - 108.0 MHz in 50 kHz Steps
Screen Type TFT Liquid Crystal Display (LCD) Quieting Sensitivity (-50 dB) 15 dBf
Resolution DVD Player : 1.15 Mega Pixels Signal-to-Noise Ratio > 60 dB (1 kHz)
(Internal RGB Digital Interface) Stereo Separation > 30 dB (1 kHz)
800(H) x 480(W) x 3 Distortion 1%
Composite Video Input 384,000 Pixels
800(H) x 480(W) mm AM Tuner Section
Pixel Pitch 0.1905 x 0.1905 mm Frequency Range
Viewing Angle 65° Left / Right USA 530 - 1,710 kHz in 10 kHz Steps
45° Up, 60° Down Other Area 531 - 1,602 kHz in 9 kHz Steps
(Manual Adjustment) Sensitivity (-20 dB) 30unV
Signal-to-Noise Ratio 48 ~ 49 dB (1 kHz)
DVD/CD Player Section
Compatible Formats DVD-R, DVD-RW, CD-R, CD-RW, Video Section
CDDA, MP3, SVCD, VCD, JPEG Formats NTSC or PAL (According To Country Of Sale)
Signal-to-Noise Ratio 70 dB Output 1 Vp-p (75 ohm)
Frequency Response 20 Hz to 20 kHz, -3 dB Input 1 Vp-p (75 ohm)
Channel Separation 60 dB
D/A Converter 24 Bit 192kHz, DELTA-SIGMA Converter General
Full Function Infrared Remote Control
Television Limited Function Infrared ‘Kid Zone’ Remote Control
18 Channel Auto Preset Memory Connection Facilities OSD - On Screen Display Menu Control
4-Line Diversity Antenna (Supplied) 2 Pairs Front / Rear (RCA) Pre-amp Outputs
2V RMS RCA Pre-amp Output Voltage
Tuner 1 Subwoofer Pre-amp Output (RCA)
18 FM / 12 AM Presets with Preset Scan 1 Center Channel RCA Pre-amp Output (Variable)
Auto Station Store 2 Pairs Rear (RCA) Auxiliary A/V Inputs
1 Composite Video Output For Additional Screens
CEA Section Audio Input Impedance 10k
Power Output 30 W x 4 Channels Power Supply 11 VDC to 16 VDC
10% THD 1 kHz (Negative Ground)
Signal-to-Noise 70 dBA Fuse 10 Amp, ATO Type
Dynamic Power 36 W at 4 ohm x 4 Channels DIN Chassis Dimensions 178(H) x 178(W) x 51(D) mm
Frequency Response 20 Hz to 20 kHz, -3 dB 7(H) x 7(W) x 2(D) Inches
Power Supply 14.4VDC Weight Approx. 4.3 kg /9.5 Ibs
. *Dimensions do not inciude protruding parts. Specifications and design are subject to change for
further improvement without notice.
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Nakamichi Corporation Limited 456 Alexandra Road, NOL Building, #12-01, Singapore 119962 Tel : (65) 6272 1488 Fax : (65) 62729925
Nakamichi Sales Corporation The Grande Building, 23-3, Higashi 2-Chrome, Shibuya-ku, Tokyo 150-0011, Japan Tel : (81) 3 6418 0920 Fax : (81) 3 3499 1826
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